
720 Supercast™

•	2	solid	acrylic	vials

•	Milled	surface

•	Accuracy:	<0.0005	in/in.	(0.5mm/m)

•	Heavy-duty	cast	aluminum	tapered	(trapezoid)	body	

•	Available	in	magnetic	model:	723

www.kapro.com

FEATURES

21mm 43mm 833gr/m	

mm mm



Kapro,	the	Kapro	logo,	and	Supercast	are	trademarks	and/or	registered	trademarks	of	Kapro	Industries	Ltd.

 www.kapro.com

©2012	Kapro	Industries	Ltd.
PS	30.052		Version	B

720 Supercast™

L
E

V
E

L
S

                 

720-30 12"	(30cm) 10	units
12"	x	4.3"	x	5"
31	x	10	x	12.5	cm

0.10	ft3

0.003	m3

7.7	lb
3.5	kg

739632311337 7396323113446

720-40 16"	(40cm) 10	units
16"	x	4.3"	x		5"
41	x	10	x	12.5	cm

	0.14	ft3

	0.004	m3

9.2	lb
4.2	kg

739632312228
7396323122288

720-50 20"	(50cm)
20"	x	4.3"	x		5"
51	x	10	x	12.5	cm

0.17	ft3

	0.005	m3

14.3	lb
6.5	kg

739632313324 7396323133246

720-60 24"	(60cm) 10	units
24"	x	4.3"	x		5"
61	x	10	x	12.5	cm

	0.21	ft3

	0.006	m3

15.4	lb
7	kg

739632314321 7396323142293

720-80	 32"	(80cm) 10	units
32"	x	4.3"	x		5"
81	x	10	x	12.5	cm

	0.28	ft3

	0.008	m3

17.8lb
8.1	kg

739632317223 7396323172238
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